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ABSTRACT
We report proof-of-concept experiments on an optically driven Josephson voltage standard based on a mode-locked laser (MLL), a time-
division multiplexer, and a cryogenic ultrafast photodiode driving an overdamped Josephson junction array (JJA). Our optical pulse pattern
generator (PPG) concept builds on the capability of MLLs to produce trains of picosecond-wide optical pulses with little amplitude and tem-
poral spread. Our present setup enables multiplication of the original 2.3 GHz pulse repetition frequency by a factor of 8. A commercial pho-
todiode converts the optical pulses into about 25 ps wide electrical pulses in liquid helium several cm from the JJA. Using a custom-made
MLL, we can drive a JJA with a low critical current of 360lA at multiple Shapiro steps. We have performed experiments with pulse pairs
whose time interval can be set freely without distorting the shapes of individual pulses. Experimental results are in qualitative agreement
with theoretical simulations, and they demonstrate, e.g., crossover in the Shapiro step pattern when the time interval between the pulses is
approximately equal to the inverse of the characteristic frequency of the JJA. However, there are quantitative discrepancies, which motivate
an improved integration of photodiodes and JJAs to improve both the understanding and fidelity of Josephson Arbitrary Waveform
Synthesizers. Considering future quantum technologies in a wider perspective, our optical approach is a potential enabler for fast and
energy-efficient pulse drive without an expensive high-bandwidth electrical PPG and without high-bandwidth electrical cables that yield too
high thermal conductance between cryogenic and room temperatures.
VC 2021 Author(s). All article content, except where otherwise noted, is licensed under a Creative Commons Attribution (CC BY) license (http://
creativecommons.org/licenses/by/4.0/). https://doi.org/10.1063/5.0060804
Three types of Josephson voltage standards (JVS)1–5 are commonly
used for voltage metrology: (i) hysteretic Josephson junction arrays
(JJA) are considered most reliable for dc voltage at ultimate precision,
but their operation can require manual labor. (ii) Programmable non-
hysteretic JJAs allow automated dc and low-frequency ac measurements,
but their accuracy suffers from non-quantized transient periods6–9 and
ground currents due to the complex biasing circuitry.10–12 (iii)
Josephson Arbitrary Waveform Synthesizer (JAWS) driven with ultra-
fast current pulses can generate arbitrary waveforms,13 but technical
challenges have limited their maximum output voltage to well below
10V, which would be required for practical metrology.14–17
In this Letter, we utilize optical pulse generation to pave the way for
establishing JAWS as the only required JVS. Conventional JAWS is driven
with electrical pulse pattern generators (PPG) and coaxial transmission
lines between room temperature (RT) and cryogenic temperature. When
aiming at higher pulse rates to enable higher voltages and frequencies,
electrical cables have a problematic trade-off: they either conduct too
much heat or have too low bandwidth. To overcome this bottleneck, a
promising possibility is to use optical pulse patterns and ultrafast photodi-
odes (PD) at 4K to drive JJAs.18,19 A similar technique was recently used
for the control and readout of superconducting qubits, since thermal load-
ing through electrical cabling hinders scalability of quantum computing.20
In this field, also inherent distortions in metallic coaxial cables can cause
difficulties.21 With JAWS, robust mounting techniques for the PDs at
4K22,23 enabled the demonstration of quantized voltage waveforms using
pulse rates up to several GHz.24,25 All these experiments relied on control-
ling the intensity of continuous-wave (CW) light with optical intensity
modulators (OIM) and expensive high-frequency electronics.
Appl. Phys. Lett. 119, 032601 (2021); doi: 10.1063/5.0060804 119, 032601-1
VC Author(s) 2021
Applied Physics Letters ARTICLE scitation.org/journal/apl
In our proof-of-concept experiments, we generate the optical
pulses with a mode-locked laser (MLL) and an optical time-division
multiplexer (TDM). They enable picosecond pulses with very little
amplitude variation and time jitter,26,27 which is challenging using
CW light and OIMs driven by electronic PPGs but would be useful for
future high-speed JAWS.28 Our vision is to develop an optical PPG,
which could be used, e.g., together with ultrafast uni-travelling-carrier
PDs29,30 to increase the maximum pulse frequency that drives
Josephson junction circuits. Here, we use fast commercial PDs31 to
demonstrate that the performance of our custom-made MLL is suffi-
cient for driving a JJA with low critical current (Ic) at multiple Shapiro
steps. We study the response of the JJA to direct current and simple
current pulse pairs to develop the understanding of the system as a
whole, especially to understand the future requirements for more
advanced JAWS.
A JJA quantizes electric pulse patterns such that the voltage
across the array equals VðtÞ ¼ Ns tð Þ  h2e f ðtÞ:
2–4 Here, N is the num-
ber of junctions in series, s is an integer describing the Shapiro step
index to which the array is biased at time t, f(t) is the time-dependent
pulse frequency, and h/(2e) is the magnetic flux quantum, where h is
the Planck constant and e is the elementary charge. When aiming at
increased voltages, an evident possibility is to use higher pulse rates or
higher Shapiro steps, or both. The latter is easier for JJAs with low Ic
since they allow smaller magnitude of the current pulses, which
decreases heat dissipation and improves the linearity of PDs.32
However, if Ic is too low, the Josephson coupling energy and the shot
noise of the PD may become limitations. We focus on a JJA with
Ic ¼ 360lA, which is considerably lower than in typical JAWS.5 For
reference, we also use another JJA with higher Ic.
Figure 1(a) shows the basic structure of our optical PPG concept.
The MLL produces fast pulses in the wavelength range from 1200 to
1700nm at a modest repetition rate of 1–10GHz. The TDM splits the
parent pulses into several waveguides without introducing additional
noise. Each path has an OIM that is used either to pass or block pulses.
Modulator state transitions are arranged to happen almost simulta-
neously and well before the arrival of pulses, enabling negligible
distortion to the passing pulses. The pulses are subsequently inter-
leaved with proper delays and combined back to a single waveguide.
Figure 1(b) illustrates an example of pulse pattern evolution in a sys-
tem, which enables multiplication of the MLL pulse repetition rate
fMLL by a factor of 4. As discussed in supplementary material A, a rela-
tive jitter below 106 in instantaneous pulse frequency is feasible at a
multiplied pulse rate up to 40GHz.
Figure 1(c) illustrates our proof-of-concept experiment. We have
built an inexpensive MLL at 1335nm wavelength, which is suitable for
generating charge carriers in regular InGaAs photodiode at 4.2K. The
pulse repetition rate was set to fMLL ¼ 2.3GHz. The laser uses hybrid
mode-locking in a ring cavity: the pulsing is excited using both a semi-
conducting saturable absorber mirror and by varying the gain of a
semiconducting optical amplifier (SOA) with a microwave generator.
The transform-limited pulse duration (full width at half maximum,
FWHM) of our laser pulses is about 6 ps, but the 20GHz p–i–n photo-
diode31 broadens the current pulses to approximately 25 ps in this
experiment. The MLL pulses are further amplified with an SOA33 and
guided into the TDM, which is composed of fiber-optic splitters and
four adjustable free-space delay lines. SOAs in our setup increase the
optical power to a sufficient level for the JJAs. They are commercial
single-pass booster amplifiers with high saturation output power above
þ15 dBm.33
Our optical PPG does not yet have OIMs, but we can test the
JAWS-like operation by blocking some of the optical paths. In addi-
tion, we have a polarization-based splitter (PBS) that can increase the
maximum pulse frequency by a factor of 2 leading to
2 4 2.3GHz¼ 18.4GHz. The PBS splits the incoming linearly
polarized pulses into two beams with orthogonal polarizations before
combining them again. Both time interval Dt and the amplitudes of
the pulses can be set to any values without distorting the shape of indi-
vidual pulses. The pulses can even be set overlapping without interfer-
ence induced instabilities.
The optical pulses are brought to the PD at 4K with a polariza-
tion maintaining (PM) single-mode fiber, which can be considered a
distortion-free media for the pulses and does not conduct heat signifi-
cantly. The PD carrier and the JJA are mounted on separate printed
FIG. 1. (a) Simplified illustration of an optical pulse pattern generator with a mode-
locked laser (MLL), time-division multiplexer (TDM), and optical intensity modulators
(OIM) for pulse picking. (b) An example of the pulse pattern at (i) the MLL, (ii) the
TDM output when modulators pass all pulses, and (iii) the TDM output when some
pulses are blocked. (c) A more detailed diagram of the PPG used in this paper.
SOAxx: semiconducting optical amplifiers; PD mon: monitoring photodiode; PBS:
polarization based splitter; F: low-pass filter. (d) Illustration of two pulses with
orthogonal polarizations (blue and orange) summed by the PBS to form a compos-
ite pulse. (e) Photograph of the cryogenic assembly with PD on the left with a glass
tube for fiber mounting, and standard JAWS carrier and chip setup with SMA con-
nector on the right. The solid and dashed lines show possible non-ideal mis-
matched interfaces in the high-speed transmission line of this preliminary
experimental setup.
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circuits boards connected together with a 3.5mm connector
[Fig. 1(e)]. We also split the optical pulses to a similar PD at RT to
monitor the output pulses approximately with an oscilloscope.
The thermal load that the optical drive causes is directly propor-
tional to the pulsed photocurrent IPhoto and the voltage across the pho-
todiode depletion region. We estimate the dissipated power as
Ptot ¼ IPhoto  1=r þ URB þ UBIð Þ, where r is the responsivity of the
PD, URB is the external reverse bias voltage, and UBI is the built-in
voltage of the PD (see supplementary material B). The pulsed current
depends directly on the Ic of the JJs, and thereby, the reduction in Ic is
beneficial from the thermal point of view, too.
We measure two superconductor–normal metal–supercon-
ductor (SNS) type JJAs fabricated at PTB. They have N ¼ 1000
Nb-NbxSi1-x-Nb Josephson junctions in series along the center
conductor of a wideband superconducting coplanar waveguide
(CPW).34,35 Array A has Ic ¼ 360 lA and junction resistance RJ
¼ 30:8 m X, which yield the characteristic frequency13 fc ¼ 5:4
GHz. For comparison, array B has markedly different properties,
such as Ic ¼ 2:3mA, RJ ¼ 11:4 m X, and fc ¼ 12:7 GHz. To com-
pensate the dissipation of the JJA the insulating gap of the CPW
narrows down linearly so that the transmission line impedance
decreases from 50 to 35X.36 The ideal impedance at the end of the
array would be 50X NRJ , i.e., 19 and 39X for arrays A and B,
respectively. More details on the experimental setup can be found
in supplementary material C and Refs. 22, 23, and 25.
In the experiments, we use the TDM and the PBS [Fig. 1(c)] to
generate pulse pairs with a variable Dt at a repetition rate of 2.3GHz.
The amplitude of the pulse pair is tuned by the amplification of SOA1.
We repeat the same pulse pattern many times and use the average
voltage as a function of Dt, pulse amplitude, and dc current to detect
deviations from ideal performance. Such effects can be detrimental for
high-frequency JAWS where Dt is small.
Figure 2 presents the experimental and simulated average voltage
of array A with five different values of Dt, varying from 30 to 220 ps
[see panel (g)]. Panels (a)–(f) show the results for normalized voltage
v ¼ V= N  h2e fMLL
 
as a function of normalized pulse integral p
and supplementary dc bias current Idc. We define p ¼ 2pfcIc
Ð 1=fMLL
0 Ip (t)dt,
where IpðtÞ ¼ IðtÞ  Idc is the pulse current. At the quantized voltage
plateaus, v is ideally an integer v ¼ sm, where m is the number of
pulses in the period 1=fMLL (in our casem¼ 2). The simulations of panels
(b), (d), and (f) were performed with a single junction model (resistively
and capacitively shunted junction, RCSJ) that omits transmission line
effects37,38 (see supplementary material D.1).
The characteristic time for array A is tc ¼ 1=fc ¼ 190 ps. For
Dt > tc, the JJA has sufficient time to recover after each pulse, and we
see quantized plateaus only with even v¼ 0, 2, 4, … In the opposite
limit, Dt  tc, the JJA sees the two pulses as a single one with
p ¼ p1 þ p2, where p1 and p2 are the integrals of the individual current
pulses. In this limit, we see all plateaus v ¼ 1; 2; 3;… For intermedi-
ate Dt, we also see all plateaus, but ones with even index are wider
than those with odd index. The results of our measurements and
single-junction simulations are in qualitative agreement. Note that the
voltage maps in Fig. 2 were not measured aiming at verification of flat-
ness of quantized levels. However, with Array B we measured step
(v ¼ 2) flatness with parts per million precision giving us confidence
on the sufficient quality of PPG pulse trains for driving JJAs.
FIG. 2. (a)–(f) Measured and simulated average JJA voltage as a function of normalized
current pulse time-integral and normalized dc current through the array. Current pulse
pairs with the repetition rate of 2.3GHz (period 430 ps) with time intervals Dt of 30 [(a)
and (b)], 95 [(c) and (d)], and 220 ps [(e) and (f)] were applied. (g) Current pulse patterns
composed of two elementary pulses set at different time intervals from each other: 30 ps
(orange), 45 ps (blue), 70 ps (gray), 95 ps (green), and 220 ps (red). These pulse patterns
are based on measurements using a monitoring photodiode at room temperature. (h)
Comparison of measured and simulated average voltages at zero dc current as a function
of normalized pulse integral. The circles depict the experimental values, the solid lines
show the simulated results using a single-JJ model, and the dashed lines show the simu-
lated values using a transmission line model for the JJA (1000 JJ) and an unterminated
photodiode in a 10mm long 50 X transmission line. Different traces correspond to differ-
ent Dt with the same colors as in (g), and they have been shifted vertically for clarity.
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In the following discussion, we concentrate on the Idc ¼ 0 data
shown in Fig. 2(h). We scale the pulse integral data measured from the
room temperature monitor PD [Fig. 2(g)] with a single fitting parame-
ter. It is chosen such that the measured transition from v ¼ 0 to v ¼ 1
with Dt ¼ 30 ps occurs at the same pulse integral as the simulated
transition.
Measured transitions between Shapiro steps are sharp thanks to
the low noise of the optical pulses. The single-JJ simulations predict
that the width of even plateaus increases with the increasing Dt, but
this effect is significantly weaker in the measured data. In particular,
the measured plateau v ¼ 2 (corresponding to V  9:5 mV) has
nearly equal width for all values from Dt ¼ 30 to Dt ¼ 95 ps.
However, thanks to the adjustability of the Dt between the short
pulses, we can observe experimentally the crossover at Dt ¼ tc: as
expected, odd steps are missing with the longest Dt ¼ 220 ps> tc, but
they are observable when Dt < tc.
Qualitatively similar observations, i.e., that plateaus with odd v
are wider than expected for Dt  100 ps, were also obtained experi-
mentally for array B (data not shown). Since it had a notably shorter
characteristic time tc ¼ 80 ps, it is clear that the simple model cannot
explain our results. The RCSJ model omits the heating of the JJs, which
is essentially proportional to RJhI2i where hI2i is the time average of
the total current squared through the junction. Heating is, thus, much
more significant in array B that has a larger Ic. We cannot overrule
heating effects at the highest Shapiro steps and dc currents, but the
qualitative similarity of results between arrays A and B also indicates
that heating does not explain the discrepancy between experiments
and single-JJ simulations.
To obtain more insight into the system, we have built a transmis-
sion line model for the whole JJA (see supplementary material D.2).
The PD is modeled as an ideal current source and the JJA is termi-
nated with a 35 X resistor. In our first simple model, the PD is directly
connected to the first junction of the JJA. Considering the data in
Fig. 2, the single-JJ and transmission line models agree with minor
differences.
In pulse-waveform simulations of Fig. 3, we have used a more
realistic but still over-simplified model for our highly non-ideal con-
nection between the PD and the JJA [see Fig. 1(e)]: 10mm of ideal
50X passive transmission line. Such a distance may be realistically
required, e.g., to avoid overheating of JJs during gold-based flip-chip-
bonding of the PD on a JJA chip. Any non-ideality of the JJA transmis-
sion line will reflect part of the drive pulses back to the PD. Since the
PD has a high impedance, most of the energy reflects back to the JJA.
In Fig. 3, the simulation results for the first and last JJ of arrays A
and B correspond to a quasi-steady state in the middle of plateau
v ¼ 2. Current and voltage are periodic with repetition time 1/fMLL.
Current pulse reflections enhanced by the passive transmission line
cause both rapidly time-varying and period-long fluctuations in cur-
rent background, with the magnitude of the order of Ic/2 in panel (c).
Reflections are stronger in array A than B that we relate to the less
ideal impedance matching. We interpret that such reflections are the
reason for the disagreement between experiments and single-junction
simulations of Fig. 2 and have a significant effect on the position of
quantized voltage plateaus [dashed lines in Fig. 2(h)]. Note that the
magnitude of background current fluctuations may increase with the
increasing p, which yields a non-trivial distortion of the voltage maps
shown in Fig. 2.
In our simulations, we have also observed erroneous events
where the response of the JJA to a pulse depends on the history of the
preceding pulses as a result of unsettled current background. This
emphasizes the importance of transmission line optimization for the
correct operation of JAWS.
Based on the measured pulse current through the PD and JJA
and the simulation results, we believe that in our actual setup nearly
30% of the pulse current spreads in the background, likely unevenly.
That background current is a possible origin of the disagreement
between experimental and simulated data and can lead to a shift of the
voltage plateaus in Fig. 2(h) into either direction on the p axis.
To conclude, we report proof-of-concept studies of an opti-
cally driven Josephson voltage standard based on generating fast
optical pulses with a mode-locked laser. Voltage quantization takes
place using a JJA with a relatively low critical current Ic ¼ 360 lA.
Temporal performance analyses of optical PPG and sharp transi-
tions between Shapiro steps indicate, correspondingly, that both
timing jitter and amplitude noise of the optical pulses are suffi-
ciently low for the metrological operation of the JJA. However,
comparison between measurements and simulations shows that in
the future, the PD should be mounted close to a JJA, and the PD
should possibly be matched to the transmission line with a resistive
shunt. To summarize, our results pave the way for using higher
Shapiro steps and higher pulse frequencies to obtain higher output
FIG. 3. Simulated current pulse waveforms through and voltage pulse waveforms
across the first and last JJ in a JJA for arrays A and B with two pulses separated
by 95 ps. Panels (a)–(b) show the simulated current and voltage for the case with-
out any transmission line between PD and JJA for arrays A and B, respectively.
Panels (c)–(d) show the corresponding simulations when there is a 10 mm trans-
mission line between PD and JJA. The simulations shown here were performed in
the middle of plateau v ¼ 2. Note the amplitude of current fluctuation Ic/2 in the
background (dashed box).
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voltages with JAWS with no identified fundamental limitations, but
practical optimization of especially the JJAs still required. Reduced
thermal loading is expected to enable efficient drive of multiple
JJAs.
See the supplementary material for an analysis of the temporal
performance of the optical pulse pattern generator concept (supple-
mentary material A), analysis of the heat load caused by the optical
drive (supplementary material B), further details of the experimental
setup (supplementary material C), and a description of the simulation
methods of JJA (supplementary material D).
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